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1 11. MARKING:  UMI, DATE CODE, UMI P/N.

DW  11-16-11

836281817

TYP

SD-836281817

3:1

SD-836281817.DGN SD-836281817

3

2 PLACES

4-40 JACKPOST

2 PLACES

Ø.116 [2.95] THRU

[8.89]

.350

[10.00]

.394
MAX

[45.72]

1.800

[55.12]

2.170 MAX

MAX

MAX

[15.62]

.615

[4.14]

.163
TYP

[1.9]

.075

[7.11]

.280

[.95]

.037

[1.9]

.075

3  CONSULT FACTORY FOR AVAILABLE OPTIONS

4. PERFORMANCE: MEETS OR EXCEEDS REQUIREMENTS OF MIL-DTL-83513

TYP

[2.77–.38]

.109–.015

100 PLACES

24 AWG LEADS

TYP3

3

3

3

CM8R100S17-S01

SIZE 100, STYLE 8 (.075 X .075),

CIRCUIT CONNECTOR, RECEPTACLE,

   INTERFACIAL SEAL: FLUOROSILICONE PER MIL-R-25988
   HARDWARE: PASSIVATED STAINLESS STEEL IAW MIL-DTL-83513/5
   24 AWG LEADS: TIN PLATED COPPER PER A-A-59551 TYPE S
          GOLD PLATED PER ASTM B488
   SOCKET CONTACTS: C21000 BRASS ALLOY PER ASTM B36,
   INSULATOR AND BACKSHELL: PPS PER MIL-M-24519 GST-40F, COLOR: BLACK
          NICKEL PLATED PER AMS 2404
   SHELL: 6061-T6 ALUMINUM PER SAE-AMS-QQ-A200/8,
2  MATERIALS:
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